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Job Name: 

Type: 

Part #: 

Notes:

• 120V
• Dimmable - Reverse Phase or Phase Selectable
• Operating Temperature: -17ºC(+1.4ºF) to a Maximum of

+45ºC (+113ºF)
• cETLus Rated for Damp Locations
• Energy Star Rated
• T24 Rated
• FCC Compliant
• RoHS Compliant
• 50K Life Hours
• 5 Year Limited Warranty

LL62-134X-LED
LED Flush Dome Fixture with Frosted Glass. 
Available in Brushed Nickel or Mahogany Bronze
See Ordering Section for Performance and Dimensions.

Finishes: Brushed Nickel (BN) and Mahogany Bronze (MBX)

Notes/Certifications/Warranty:

PART #

LL62-1340-BN-LED

LL62-1341-BN-LED

LL62-1342-MBZ-LED

LL62-1343-MBZ-LED

NOTES

Brushed Nickel Finish:120V/16.5w/1000lm/30K/90 CRI 
11.00"OD x 4.59"H

Mahogany Bronze Finish:120V/16.5w/1000lm/30K/90 CRI 
11.00"OD x 4.59"H

Brushed Nickel Finish:120V/23.5w/1400lm/30K/90 CRI 
13.00"OD x 4.59"H

Mahogany Bronze Finish:120V/23.5w/1400lm/30K/90 CRI 
13.00"OD x 4.59"H

Preferred 'iPPerV
Levitron: 6674, 66ELV, DSL06-1LZ, IPE04-1L, IPL06
SATCO: 86/103
Legrand: ADTP703TU, RH703PTUTC, RHCL450PTC, 
Lutron: AYCL-153P, CTRP-253P, DVCL-153-, 
DVRP-253P, LECL-153PH. MA-PRO, MACL-153M, 
MSCL-OP153M, NTCL-250, NTRP-250, PD-6WCL, 
RRD-6CL
Cooper: SUF7
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