
• 108º Beam Angle
• Dimmable- See Notes
• Mounts Directly to 3" and 4" Junction Boxes.
• Operating Temperature: -17C (+1.4F) to a maximum of

+45C (+113F)
• cETLus Listed for Wet Locations.
• Complies with NEC 410.16 (C) (%)
• RoHS Compliant
• 50K Life Hours
• 5 Year Limited Warranty

LLS29XXX Series-7SQ
7" Square LED Slim Ceiling Light.

Housing: Aluminum

Lens: Glass

Dimensions: 7.00" OD x 1.00"H

See Ordering Notes for Energy Star Rating and CA Title 24. 

Notes/Certifications/Warranty:
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PART # NOTES

//62���2-764-:+7-27K 120V/1�.5W/90CRI/780LM@27K/White ESTAR/T2�  TRIAC

//62���5-764-:+7-�0K 120V/1�.5W/90CRI/800LM@�0K/White ESTAR/T2� TRIAC
//62�5��-764-:+7-�0K 120V/1�.5W/90CRI/840LM@�0K/White ESTAR/T24 TRIAC
//629���-764-:+7-50K 120V/1�.5W/80CRI/880LM@50K/White

//62�5�0-764-BRZ-�0K 120V/1�.5W/90CRI/800LM@�0K/Bronze ESTAR/T24 

//62�5��-764-B/K-�0K 120V/1�.5W/90CRI/800LM@�0K/Black ESTAR/T24 TRIAC

//62150�-764-BN-�0K 120V/1�.5W/90CRI/800LM@�0K/Brushed Nickel ESTAR/T24 TRIAC

//62����-764-BRZ-27K 120V/1�.5W/90CRI/780LM@27K/Bronze  ESTAR/T2� TRIAC

//62����-764-BN-27K 120V/1�.5W/90CRI/780LM@27K/Brushed Nickel ESTAR/T2�  TRIAC

ESTAR  TRIAC

//62�52�-764-BN-50K 120V/1�.5W/80CRI/880LM@50K/Brushed Nickel ESTAR  TRIAC

7"SQ Accessories Discontinued 02/2023
LLS29345,-7SQ-WHT-BB, LLS21535-7SQ-BLK-BB, 
LLS29347-7SQ-WHT-EC, LLS21536-7SQ-BLK-EC

Discontinued 02/2023
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