
Job Name: 

Notes: 

Type: 

Part #: 

S ecial rder-  and Longer Lead imes may A ly
ay e availa le in other attages  voltages  color tem erat res  finishes  and lam ing so rces ith orders of 50 nits or more. Contact yo r re  or the 

factory for more information. S ecifications are s ect to change itho t Notice. 
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o o pModel

30K*
40K (STD)

i i

T- White (STD)
- Satin Nickel

R - il R ed ron e

LL - 0D 
120V oun  Drum eiling i ture 

inish: White (White) t
Availa le y S ecial rder: Satin Nickel (SN) and Oi  

e  o e (O ). 

Lens: White Acrylic

Dimensions: 11.0"OD x 3.3"  

Light Source: 120V/12w/780lm Del@40K/80CRI. 
Non-Dimming Standard

LL2-0240D  

E

Options

TRIAC RIAC Dimming

Options:
• TRIAC:TRIAC  Dimming

Ce ti i ation Wa ant :
• L/c L Li ted for D m  Loc tions Indoor e nl
• 5 e r  Limited W rr nt  on Driver nd L D
• 1 e r W rr nt  on r me nd Len  rom De ect

**Available by Special Order Only** 
LL2-0241D-MCT: 

120v/25W/1600lm Del@30k/80CRI.
MCT Pre-Set @30K: Adjustable to 35K, 40K and 50K 

Non-Dimming Standard (14.0"OD x 3.6"H) 
100 Piece Minimum

 LL2-0242D-MCT: 
120v/25W/1700lm Del@30k/80CRI.

MCT Pre-Set @30K: Adjustable to 35K, 40K and 50K 
Non-Dimming Standard (16.0"OD x 4.0"H)

100 Pieces Minimum

LL2-0241D-MCT
LL2-0242D-MCT  




