
� LL2-0345D: UNV/17w/1590lm Del@30k/80CRI.
Non-Dimming
� LL2-0346D: UNV/24w/2384lm Del@30k/80CRI. 
Non-Dimming
� LL2-0347D: UNV/35w/3250lm Del@30k/80CRI. 
Non-Dimming


SSecial 2rder- 024 and Longer Lead 7imes may ASSly
0ay Ee availaEle in other Zattages� voltages� color temSeratXres� finishes� and lamSing 
soXrces Zith orders of 50 Xnits or more. 
Contact yoXr reS or the factory for more information.
Note: SSecifications are sXEMect to change ZithoXt Notice. 

LL2-0345D
LL2-0346D
LL2-0347D
Square Puff Ceiling Fixture Available 
in 3 Sizes.  

Lens: White Acrylic

Dimensions: 
LL2-0345D: 11.0"L x 11.0"W x 3.2"E 
LL2-0346D: 14.0"L x 14.0"W x 3.4"E 
LL2-0347D: 19.0"L x 19.0"W x 3.8"E 

Light Source:

� 010V Dimming Optional
� TRIAC^ Dimming Available for LL2-0345D Only

&ertification�:arrant\:
� E7L/cE7L Listed for Damp Locations �Indoor 8se Only�
� 5 <ears Limited Warranty on Driver and LED
� 1 <ear Warranty on Frame and Lens Irom DeIects
� Energy Star Rated

�oůoƌ�dĞŵp͘Model

30K
40K
MCT*

LL2-0345D 
LL2-0346D 
LL2-0347D

Options

010V- 010V Dimming 
TRIAC^- Triac Dimming
(^Only Available for LL2-0345D)  
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