
Color Temp.Model Options

40K
50K* PC- Photocell*

Light Source:
• LL3-0102D: 120V/15w/40K/1300lm Delivered/80CRI.
Non-Dimming
• LL3-0103D: 120V/15w/40K/1300lm Delivered/80CRI.
Non-Dimming
• LL3-0103D-A: 120V/15w/40K/920lm Delivered/80CRI.
Non-Dimming

Certification/Warranty:
• UL/cUL, ETL/cETL Listed for Wet Locations
• 5 Years Limited Warranty on Driver and LED
• 1 Year Warranty on Frame and Lens from Defects.

*Special Order- MOQ and Longer Lead Times may Apply.
May be available with other voltage, wattage, and finish options by special
order. Please contact your Lumencia Representative for more information

LL3-0102D
LL3-0103D
LL3-0103D-A

• LL3-0102D: 10.5"W x 6.0"H x 4.2"E
• LL3-0103D: 13.2"W x 4.5"H x 3.5"E
• LL3-0103D-A: 14.0"W x 5.0"H x 2.8"E
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LL3-0102D
LL3-0103D
LL3-0103D-A
Vapor Tight Outdoor Lighting
Cold Rolled Steel in white with Injection 
molded Semi-Clear Acrylic Lens.
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