
• 120V
• Beam Angle: 120º
• Dimming: TRIAC or ELV, 10-100%
• ETL Listed for Damp Locations
• Energy Star Rated
• CEC JA8 Compliant
• 50K Life Hours
• 5  Year Limited Warranty on LED
• 1 Year Limited Warranty on Other Components

LL43281-11 
LL43291-13 
LL43301-15
LED Flat Panel in 2 Finishes, 30K or 40K

Construction: Steel Frame
Diffuser: Acrylic

Finishes: Brushed Nickel (BN) and White (WH)

Dimensions: 
LL43281-11: 11.00"SQ x 1.25"H 
LL43291-13: 13.00"SQ x 1.25"H 
LL43301-15: 15.00"SQ x 1.25"H

Light Source Dedicated LED: 
LL43281-11: 120V/15W/988lm/Del/90CRI/Dimmable 
LL43291-13: 120V/200W/1199lm/Del/90CRI/Dimmable 
LL43301-15: 120V/30W/1776lm/Del/90CRI/Dimmable 
• Available in 30K or 40K

Installation: Mounting Bracket (Included): Accommodates 3” or 4” J-Box 
applications
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ORDERING INFORMATION

Part #

LL43281-11 
LL43291-13 
LL43301-15

Finish

BN
WH

Color 
Temp.

30K
40K
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