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LL44-1037W-ES
44´ Energy Star &eiling )an� :et 
Location 5ated� 

Finishes� 
� %UXVKHG�PHZWHU�ZLWK�%UXVKHG�PHZWHU�%ODGHV��%P�
� 0DWWH�%ODFN�ZLWK�0DWWH�%ODFN�%ODGHV��0%L�
� 2LO�RXEEHG�%URQ]H�ZLWK�2LO�RXEEHG�%URQ]H�%ODGHV��2R%�

� :KLWH�ZLWK�:KLWH�%ODGHV��:+�

'iPensions� 44�O' [ �������OH

%lades: 3  ABS Waterproof Blades

1otes�&ertifications�:arranty:
� ���9
� ���DRZQURG
� 'RZQURG MRXQW OQO\
� LHDG�:LUH����
´
� PXOO &KDLQ 6WDQGDUG
� RHPRWH�&RQWURO (Sold Separately Part# LLRC-10-$C)

� WDOO &RQWURO (Sold Separately Part# LL:C�-WH or LL:C1�-WH 
Wall Control must be mounted indoors)

� LLJKt .Lt (Sold Separately Part# LL1RP��L.-L(')

� AC Motor | 172 x 14 mm motor | 3 capacitors
� 6SHHGV���� RHYHUVLEOH
� RPM� �60 �HLJK��112 �LRZ�
� &)M��4058
� $LUIORZ�EIILFLHQF\� �34
� (7LXV LLVWHG IRU WHW LRFDWLRQV
� &(& 7LWOH �� &RPSOLDQW
� (QHUJ\ 6WDU RDWHG
� LLPLWHG LLIHWLPH MRWRU WDUUDQW\
� $OO RWKHU PDUWV HDYH D � <HDU WDUUDQW\�

KZ��Z/N'�/N&KZD�d/KN

Finish

%P
2R%
0%L
:+

DoĚeů

LL44-1037W-ES

44”

9
-7
/8
"

1
2
-3
/8
"

7-5/8"

���3.03

© 2023 Lumencia. ALL RIGHTS RESERVEDwww.Lumencia.com



-RE�1DPH��

7\SH��

PDUW����

1RWHV�

LL�53��L.�L(' Light .it
:et Location 5ated Light .it� Available in � 
Finishes

Finishes�
BUXVKHG PHZWHU �BP�
MDWWH BODFN �MBL�
OLO RXEEHG BURQ]H��ORB�
WKLWH �WH�

Lens: $FU\OLF�

Light Source: 1��9�1�:�����OPV�DHO#��K�9��&R,�TRIAC Dimming

1otes/Certifications/Warranty:
� ���9
� PXOO &KDLQ 6WDQGDUG
� Compatible Fans: LL52-1067-ES, LL44-1037W-ES and LL52-1015W-ES
� RHPRWH�&RQWURO� $GDSWDEOH (Sold Separately Part# LLRC-10-AC)

� WDOO &RQWURO $GDSWDEOH (Sold Separately Part# LLWC8-WH or LLWC-16WH)

� (7LXV LLVWHG IRU WHW LRFDWLRQV
� &E&�-$��&RPSOLDQW
� (QHUJ\ 6WDU RDWHG
� LED�LLJKW����<HDU�LLPLWHG�:DUUDQW\
� ���LLIH�+RXUV
� 1RQ-EOHFWULFDO��1�<HDU�LLPLWHG�:DUUDQW\

7 1/2"

1 3/4"

KZ��Z/N'�/N&KZD�d/KN

DoĚeů

LL1RP69LK-LED
BP
MBL
ORB
WH

Finish

���3.03

© 2023 Lumencia. ALL RIGHTS RESERVEDwww.Lumencia.com



��23.03

© 2023 Lumencia. ALL RIGHTS RESERVEDwww.Lumencia.com

-RE 1DPH� 

7\SH� 

3DUW �� 

1RWHV�

DoĚeů

KZ��Z/N'�/N&KZD�d/KN

LLWC8-WH
LLWC-16WH

• Single sliding 3-speed on/off control switch for
ceiling fans; High, Medium, Low, Off

• On/Off Light Control

Dimensions: 1.77” W x 4.134” H x 1.97” D

Electrical:
• 120V/ 60Hz
• 3-wire installation
• Compatible with LED, CFL and Incandescent

• 4 Speed Fan Control

• Full-range dimming of light 

Dimensions: 1.75”W x 4.125”H 

Electrical:
• 120V/ 60Hz
• 3-wire installation 
• Compatible with LED, CFL and Incandescent

Wall Controls
LLWC8-WH 4 Speed

Features:

Notes/Certifications/Warranty:

LLWC16-WH 3 Speed 

Features:

4.45"

2.��"

2.��"

Groove for wall mounted holder

2.4"

LIGHT

�.��"

�.��"

5.24"

Notes/Certifications/Warranty:
� UL Listed for Dry Location
� FCC Certified
� 1 Year Limited Warranty

Wireless Remote With Receiver
LLRC-10-AC 3 Speed Remote Control 

Features:
• Hand-held remote control for AC motor ceiling fans
• 3-speed fan control - Hi, Med, Low, Off
• Light control - On-Off, full-range dimming
• Canopy Wall Mount
• White finish

Dimensions: 4.5" L x 4.5" W x 0.87" W 

Electrical:
• 120V/ 50-60 H
• 3 Wire Installatio
• 1.5A Max Load for Ceiling Fa
• 300W Max Load for Ligh
• Use with CFL and LED Source
• Maximum distance is 20 fee

• Listed for Dry location applications only
• Requires 9V Battery (not included)

Receiver:
• 4-DIP Switches; 16 possible combination for multiple
fan operation
• Not Suitable for Multi-Family Units

Transmitter:

DoĚeů

KZ��Z/N'�/N&KZD�d/KN

LLRC-10-AC

Notes�CertLILFDtLonV�:DrrDnt\:

Remote control transmitter 
wall mounted holder

Downrods 
LLDR 1/2" Downrod available in several sizes.

Features:
• 0.5" Diameter Downrod
• Available in 12”, 18”, 24”, 36", 48", 60", and 72”
• For use when installing on a sloped ceiling
• Recommended 7' of clearance under ceiling fan blades

Part #

LLDR12
LLDR18
LLDR24
LLDR36
LLDR48
LLDR60
LLDR72

BN
BLK
WH
ORB

Finish

� Installs in a standard single-gang
electrical box.

� Wall Control must be Mounted Indoors
� Not for Multiple Fan Control
� cULus Listed for Dry Locations

� Installs in a standard single-gang electrical box.
� Wall Control must be Mounted Indoors
� Not for Multiple Fan Control
� cULus Listed for Dry Locations




