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� 1�09
� �� 'RZQURG
� ,QVWDOODWLRQ� Down Rod Only
� Contact your Lumencia rep with the fan part number 

and slope angle if you are mounting to a sloped ceiling 
– we will let you know if this fan requires further 
accessories to accommodate

� Lead Wire: 76" 
� 3XOO &KDLQ 6WDQGDUG
� 5HPRWH &RQWURO (Sold Separately Part# LLRC10AC)
� :DOO &RQWURO (Sold Separately Part#LLWC8-WH or LLWC16-WH)
� Fans Dim with LLRC10AC or LLWC8WH Controls
� $& 0RWRU _ 1�3 [ 1� PP PRWRU _ 3 FDSDFLWRUV
� 6SHHGV� 3� 5HYHUVLEOH
� RMP� �29 �+LJK�� 100 �/RZ�
� &)0� �204
� $LUIORZ (IILFLHQF\� 90
� F(7/XV /LVWHG IRU 'DPS /RFDWLRQV (Not for Outdoor Use)
� /LPLWHG /LIHWLPH 0RWRU :DUUDQW\
� 1 <HDU /LPLWHG :DUUDQW\ RQ /DPSV
� $OO RWKHU 3DUWV KDYH D 1 <HDU :DUUDQW\

KZ��Z/N'�/N&KZD�d/KN
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� BrXVKeG 1LFNeO ZLWK BrXVKeG 1LFNeO BODGeV �B1�
� 2LO 5XEEeG Bronze ZLWK 2LO 5XEEeG Bronze BODGeV �25B�
� Bronze BODFN ZLWK BODFN BODGeV �BB/.�
� 0DWWe BODFN ZLWK 0DWWe BODFN BODGeV �0B/�
� :KLWe ZLWK :KLWe BODGeV �:+�

6KDGH� 6DWLQ�ZKLWH�JODVV

Blades: 3 3O\ZRRG�%ODGHV (To avoid fan blade warping, fan must be installed in 
climate controlled environment)

/LJKW 6RXUFH Included� � [ ���9��:�3�.�'LPPDEOe /(' $�� 
/DPSV 

Notes�&HUWLILFDWLRQV�:DUUDQW\:
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�RI�FOHDUDQFH�XQGHU�FHLOLQJ�IDQ�EODGHV
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Finish

Part # Image

LLWC8-WH
4 Speed Wall Control 

for Fans with Light Kits

Electrical Notes

• 120V/ 60Hz
• 3-wire installation
• Compatible with LED, CFL and
Incandescent Fans

� Installs in a standard single-gang
electrical box.

� Wall Control must be Mounted Indoors
� Not for Multiple Fan Control
� cULus Listed for Dry Locations

Speeds/
Light Control

• 4 Speed Fan Control4 Speed Fan Control
• Full-range dimming of lightFull-range dimming of light

Notes

Dimensions: 1.75”W x 4.125”H1.75”W x 4.125”H

LLWC16-WH
3 Speed Wall Control 

for Fans with Light Kits

• 120V/ 60Hz
• 3-wire installation
• Compatible with LED, CFL and
Incandescent Fans

� Installs in a standard single-gang electrical box.
� Wall Control must be Mounted Indoors
� Not for Multiple Fan Control
� cULus Listed for Dry Locations

• 3 Speed Fan Control- Hi,
Med, Low, Off

• On/Off Light Control

Dimensions: 1.75”W x 4.125”H1.75”W x 4.125”H

LLRC-10-AC
3 Speed Hand-held 

remote control for AC 
motor ceiling fans

• 120V/ 60Hz
• 3-wire installation
• 1.5A Max Load for Ceiling Fan
• 300W Max Load for Light
• Compatible with LED, CFL and
Incandescent Fans

• 3-speed fan control - Hi,
Med, Low, Off
• Light control - On-Off, full-
range dimming

Transmitter: Requires 9V Battery (not
included)

Receiver: 4-DIP Switches; 16 
possible combination for multiple fan
operation
Not Suitable for Multi-Family Units

� Canopy Wall Mount
� White Finish
� 3 Wire Installation
� Use with CFL and LED Source
� Maximum distance is 20 feet
� UL Listed for Dry location applications
� FCC Certified
� 1 Year Limited Warranty

Dimensions: 4.5" L x 4.5" W x 0.87" W

LLWC13-WH
4 Speed Fan Control 

For Fan Only

• 4 Speed Fan Control4 Speed Fan Control • 120V/ 60Hz
• Fan Load Max 1.25A | Light Load
Max 500W
• Compatible with CFL Fans

� 3-wire installation
� Installs in a standard single-gang electrical box.
� Wall Control must be Mounted Indoors
� Not for Multiple Fan Control
� cULus Listed for Dry Locations

Dimensions: 1.75” W x 4.125” H




