Job Name:

Type:
Part #:

Notes:

LL60-313X-MBZ

LL60-326X-SN

Satin Nickel Flush Mount Fixture with Frosted
Glass Shade. Available in 3 Sizes.

Finishes: Satin Nickel (SN) and Mahogany Bronze (MBZ)

Mounting: Ceiling Mount

See Ordering Notes for Dimensions.

Light Source:

2MB Versions: Requires 2 x 120V/60W Max Medium Base Lamps,
Not Included

3MB Versions: Requires 3 x 120V/60W Max Medium Base Lamps,
Not Included

Dimming: Dimming is Lamp Dependant. Lumencia recommends the use of a UL or ETL
LED Ready Dimmer that is compatible with your chosen lamps. Dimming capabilities will vary
depending on the dimmer control, load, and circuit installation. We recommend testing dimmers prior to
installation for larger projects.

Notes/Certifications/Warranty:

o 120V
e LED Lamps Available for Companion Shipping

Ask Your Lumencia Rep For More Information

e cULus Listed for Damp Locations
e RoHS Compliant
e One Year Limited Warranty 1 Year Limited Warranty from Manufacturing Defects

cus @mgf

PART # NOTES

LL60-3145-MBZ-2MB | 2 Lamp Flush Mount in Mahogany Bronze 11.38"OD x 4.88"H

LL60-3146-MBZ-2MB | 2 Lamp Flush Mount in Mahogany Bronze 13.25"0OD x 5.38"H

LL60-3147-MBZ-3MB | 3 Lamp Flush Mount in Mahogany Bronze 15.25"OD x 6.00"H

LL60-3261-SN-2MB 2 Lamp Flush Mount in Satin Nickel 11.38"0OD x 4.88"H

LL60-3262-SN-2MB 2 Lamp Flush Mount in Satin Nickel 13.25"0OD x 5.38"H

LL60-3263-SN-3MB 3 Lamp Flush Mount in Satin Nickel 15.25"0OD x 6.00"H
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