Job Name:

Type:

Part #:

Notes:

LL62-185X Series

LED Flush Mount Fixture in 3 Sizes. Motion Sensor
Versions Available.

Construction:

Body Material: Steel

Diffuser: UV Stabilized Acrylic LL62-1850-11-5MCT
Finishes: White

Mounting: Flush Mount

LL62-1850-11-5MCT 11.00"0OD x 3.15"H 120V/12.5W/1 100Im(Source)/5SMCT/90CRI
Dimmable

LL62-1852-14-5MCT
LL62-1851-11-5MCT-MS | 11.00"0D x 3.15"H 120V/11.5W/1100Im(Source/SMCT/90CRI

Non-Dimming Includes Motion Sensor

LL62-1852-14-5MCT 13.98"0D x 3.15"H 1?0V/15W/1 340Im(Source)/5SMCT/90CRI
Dimmable

" " 120V/17W/1340Im(Source)/5SMCT/90CRI
LL62-1853-14-5SMCT-MS | 13.98"0D x 3.15™H Non-Dimming Includes Motion Sensor

LL62-1858-19-5MCT 18.90"0D x 4.13"H 120V/25W/2527|m(Source)/SMCTIQOCRI/
Dimmable

R 0. : " " 120V/25W/2527Im(Source)/5SMCT/90CRI
LL62-1859-19-5SMCT-MS | 18.90"0D x 4.13™H Non-Dimming Includes Motion Sensor

LL62-1858-19-5MCT

Dimming:
L62-1851-11-5MCT-MS, LL62-1853-14-5MCT-MS, and
LL62-1859-19-5MCT-MS: Non-Dimmable

LL62-1850-11-5MCT, LL62-1853-14-5MCT, and

LL62-1858-19-5MCT: TRIAC Dimming.

Lumencia recommends the use of a UL or ETL LED Ready Dimmer. Please contact
Lumencia for a complete list of compatible dimmers. Dimming capabilities will vary
depending on the dimmer control, load, and circuit installation. We recommend testing
dimmers prior to installation for larger projects.

MS: On Off Motion Sensor- Minimum Room Size 50 Square Feet

Notes/Certifications/Warranty:
- 120V PART #
* 5SMCT: Selectable Color Temperatures- 27K/30K/35K/40K/50K

» cETLus Listed for Damp Locations

* LL62-1850-11-5MCT, LL62-1853-14-5MCT, and LL62-1858-19-5MCT

California T24 Listed LL62-1850-11-5MCT

 Clothes Closet Certified - Reg: 410.16 (A)(3) and 410.16 (C)(5) LL62-1852-14-5MCT

*RoHS C liant

- FCC Compliant LL62-1858-19-5MCT

* 50K Life Hours. Based of 3 hours of use per day

* 5 Year Limited Warranty LL62-1851-11-5MCT-MS
@) '@ LL62-1853-14-5MCT-MS

LL62-1859-19-5MCT-MS

Replaces the: LL62-121X Series
Effective August 2025
2025.08

Office: 267-438-3000 Fax: 267-288-5604 Specifications subject to change without prior notice.
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