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LLCOL-PT2-5WS60-3MCT
LLCOL-PT2-5WS120-3MCT
Colonial Post Top in Black

Materials: 
Body Material: Die-Cast Aluminum Housing with Anti-Static Powder Coat
Lens: IP65 Rated Frosted Glass Lens.

Mounting: Mounts to Standard 3" Posts

Dimensions: 13.78" SQ x 20.39"H

Electrical: 

• RoHS Compliant
• Title 24 Compliant
• Wet Location Rated
• Operating Temperature: -40ºF~122ºF
• Life Hours: 100K
• 5 Year Limited Warranty

3 MCT: Selectable Color Temperature: 30K/40k/50K

Controls: Includes Photocell (120~277V). Photocell can be disabled.
Ask your Lumencia rep about other sensor options.

Notes/Certifications/Warranty:

CA
Compliant

Part #

LLCOL-PT2-5WS60-3MCT 
LLCOL-PT2-5WS120-3MCT

InputInput  VoltageVoltage

Blank: 120~277V  
(Standard) 
UNV+: 120~347V 
UNVH: 277~480V

Control

PC: Photocell 
Standard
NS: No Sensor 
Option

• UNV: 120-277V, UNV+: 120-347V UNVH:  277-480V
• CRI: 80
• 0-10V Continuous Dimming and 12 Volt AUX.
• Efficacy: ＞90%
• THD: ＜20%
• Beam Angle: 120º
• Distribution: Type V
• Lumens Per Watt: 140lm/W

Wattage:

LLCOL-PT2-5WS60-3MCT

• 20W
• 30W
• 40W
• 50W
• 60W

LLCOL-PT2-5WS120-3MCT

• 40W
• 60W
• 80W
• 100W
• 120W
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Ask your Lumencia Rep for complete IES Files
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