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* Special Orders may require MOQ and longer lead times. 
May be available in other wattages, voltages, color temperatures, finishes, and lamping sources with MOQ and longer lead times. Contact your rep 
or the factory for more information. 

LLDC312D 
LLDC314D
LLDC318D

LLDC3 D 
LLDC3 D 
LLDC3 D
Linen Drum with Satin Nickel Accents.

Shade: White Semi-Clear Linen. Acrylic Diffuser. 

Dimensions:
LLDC3 D: 11.7"OD x 5.0"H 
LLDC3 D: 14.5" OD x 5.0"H 
LLDC3 D: 17.7"OD  x 5.0"H

Li t Source:

Options

PD-A: Pendant Kit 
010V: 010V Dimming
TRIAC: 120V TRIAC 
Dimming

• UNV=  Universal Voltage 120-277V
• PD-A: Pendant Kit, adds 7.0" to Overall Height
• E L/cE L Listed for Damp Locations Indoor se Only
• Energy Star Rated
• 5 ear Limited Warranty on Driver and LED
• 1 ear Warranty on rame and Lens rom De ects.

• LLDC312D: 120~277V/18w/1200lm Del@30k/80CRI. Non-Dimming
• LLDC314D: 120~277V/24w/1850lm Del@30k/80CRI. Non-Dimming
• LLDC318D: 120~277V/35w/3000lm Del@30k/80CRI. Non-Dimming
• All Stocked in 30K and 40K, MCT Limited Availability
• Other Color Temps Available by Special Order
• Standard 0-10V Dimming and TRIAC Dimming Optional
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