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* Special Order- MOQ and Longer Lead Times may Apply.
May be available with other voltage, wattage, and finish options by special order.
Please contact your Lumencia Representative for more information

LLD 8 D-A
LLD 8 D-A

LLDC814D-A 
LLDC818D-A
Linen Drum with Dual Shades, Satin Nickel 
Accents.

Material:
Housing: Cold-Rolled Steel
Shade: White Linen Interior Shade with Silver Mesh Exterior 
Shade. White Acrylic Diffuser.

Finish: Satin Nickel (SN) Standard, Custom Color (CC) by 
Special Order. 

Di ensions:
LLD 8 D-A: 17.50" OD x 5.50"H 
LLD 8 D-A: 20.80"OD  x 6.10"H 

Li ht Source:
LLDC814D-A: 120~277V/24W/1700lm Del@30K/80CRI/
Non-Dimming Standard
LLDC818D-A: 120~277V/35W/2480lm Del@30K/80CRI/
Non-Dimming Standard

Options

SN
CC*

30K(STD)

40K*
MCT*

• All Stocked in 30K
• Other Color Temps and MCT Available by Special Order
• 0-10V Dimming and TRIAC Dimming Optional

Notes/Certification/Warranty:
• UNV=  Universal Voltage 120-277V
• PD-A: Pendant Kit, adds 7.0" to Overall Height
• E L/cE L Listed for Damp Locations Indoor se Only
• 5 ear Limited Warranty on Driver and LED
• 1 ear Warranty on rame and Lens rom De ects

PD-A: Pendant Kit 
010V: 010V Dimming 
TRIAC: 120V TRIAC 
Dimming
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