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LLFA201 
LLFA202
Acorn and Flame Tip Post Tops
Available in Dedicated LED and Medium Base 

Notes/Certification/Warranty
• Made of Durable Non-Corrosive UV Resistant Resins.
• 3 Diffuser Options Available
• Mounts to 3” Post
• TRIAC Dimmable
• EOS LED 120V AC, 50/60hz HPF, 50,000 HRS L70*
• Made in the USA.
• cULus listed for Wet Location
• RoHS Compliant
• Ambient OP Temp -40°c TO +40°c
• 5 Year Limited Warranty on LE800, LE1200 and LE1800 Version
• 1 Year Limited Warranty on MB Version

LLFA201-Acorn Tip

LLFA202-Flame Tip

DATA PER LM79/LM80/TM21 AVAILABLE UPON REQUEST    **ESTIMATED FROM LED SOURCE

ORDERING INFORMATION

LLFA201

LLFA202
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Job Name: 

Type: 

Part #: 

Notes:

Dimensions:
• LLFA201: 10.5”OD x 15.5“ OH
• LLFA202: 11.0” OD x 16.0“OH

Light Source:
• LE800: 120V/13W/80CRI 1140lm Del@30K,
1280lm Del@40K
• LE1200: 120V/14W/80CRI 1430lm Del@30K,
1500lm Del@40K
• LE1800: 120V/22W/80CRI 1950lmsDel@30K,
2130lm Del@40K
• MB-Medium Base: E26 Medium Base, 120V,
1x150W Max

MODEL Color
Temp

30K
40K

LE800
LE1200
LE1800

MB

LIGHT 
SOURCE FINISH

BLK-Black
WHT-White

DIFFUSER

W-White Textured
Polyethylene 

C- Clear Textured
Polycarbonate

A- Clear Textured
Acrylic

OPTIONS

BLK-Black
WHT-White

A- Clear Textured
Acrylic

N/A
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