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Light Source:
• LLFL2103D: UNV/22w/2200lm Del@30K/80CRI/Non-Dimming
010v Dimming Optional
• LLFL2105D: UNV/36w/3260lm Del@30K/80CRI/Non-Dimming
010v Dimming Optional
• LLFL2106D: UNV/46w/4600lm Del@30k/80CRI/Non-Dimming
010v Dimming Optional

• LLFL2103D-JA8-30K-SN:UNV/24w/1980lm Del@30k/90CRI/010v
Dimming Standard, CEC Listed, Meets T24 JA8. Not Energy Star.

Notes/Certification/Warranty:
� Die Formed Cold Rolled Steel
� UNV=Universal Voltage 120-277V
� MCT Available: Selectable Color Temp 30K, 35K and 40K
� 8/�c8/ or (7/�c(7/ /isteG
� DaPS /ocation 5DWHG
� ��<HDU�/LPLWHG�:DUUDQW\�RQ�'ULYHU�DQG�/('
� 1 Year Warranty Against Manufacturing Defects on Housing DQG 6KDGH

010V: �-1�V Dimming
EM- Emergency Battery Back Up
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Satin Nickel Wall Sconce with White 
Acrylic Shade. 

Dimensions:

LLFL2103D-JA8-30K-SN

-oE Name: 

Type: 

Part �: 

Notes:
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May be available in other wattages, voltages, color temperatures, finishes, and lamping sources with orders of 50 units or more. Contact your rep or the factory for more information. 




