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• 135 Min. of Emergency Backup LED
• Test Switch/LED Charge Indicator
• 4W (500lm) LED Backup Array
• NiCd, 3.6 VDC Battery
• 24hr Recharge Time
• Ambient Temp: 0˚C to +40˚C
• 5yr Warranty

Optional Emergency Battery Backup

Enclosed and Gasketed Wall or Ceiling Mounted Bulkhead.

Construction:
Body Material: Powder Coated Cast Aluminum
Diffuser: Polycarbonate 
Finishes: Black (BLK) and White (WH)

Mounting: Wall Or Ceiling Mount (Includes Hardware)

Dimensions: 11.81"OD x 3.61"H

Light Sources: 
• LE12: 120V/14W/80CRI/1430LM@30K, 1500LM@40K/TRIAC
• LE18: 120V/22W/80CRI/1950LM@30K, 2130LM@40K/TRIAC
• LE26: 120V/32W/80CRI/2700LM@30K, 2750LM@40K/TRIAC
• UNV18: UNV/22W/74CRI(TYP)/1740LM@30K, 1824LM@40K/Non-Dimming

Dimmers: TRIAC Dimming. Lumencia recommends the use of a UL or ETL LED 
Ready Dimmer. Please contact Lumencia for a complete list of compatible dimmers. 
Dimming capabilities will vary depending on the dimmer control, load, and circuit 
installation. We recommend testing dimmers prior to installation for larger projects.

Notes/Certifications/Warranty:
• 120V
• Optional Motion Sensor
• Optional Emergency Battery Backup for LE Versions

o Test Switch/LED Charge Indicator
o 4W (500lm) LED Backup Array

• LED Operating Temperature -40ºC to +40ºC
• ETL Listed for Wet Locations
• IP65
• RoHS Compliant
• BAA Compliant
• 5 Year Warranty on LE Versions
• 3 Year Warranty on L18U Version
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OPTIONS

S120: Photocell & Motion 
Sensor Combo for 120V*
*Not compatible for LE26 Model

SUNV- Photocell & 
Motion Sensor Combo 
for 120~277V

EM: Emergency Battery Backup
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