
• 120V Only
• Remote Photocell
• Adjustable Time, Range, & Dusk-to-Dawn Sensitivity
• Detects Motion Using High Frequency Microwaves

S120- Security Combo
Security Motion Sensor & Photocell for 120V LED 
Lamps
Features:

LLFS112-LE8 
LLFS113-LE8
Sentinel surface mount in white is available in 2 sizes. 

Construction:
Body Material: Powder Coated Aluminum
Diffuser: Acrylic

Dimensions
LLFS112-LE8: 7.75" H x 5.25" W x 4.25"E 
LLFS113-LE8: 10.50" H x 6.00" W x 4.25"E 

LE8 Light Source: 120V/13W/1140lm(Source)@30K/80CRI/TRIAC Dimming 
or 1280lm(Source)@40K/80CRI/TRIAC Dimming

Medium Base Version See Page 2

Dimming: TRIAC DIMMING. Lumencia recommends the use of a UL or ETL LED 
Ready Dimmer. Please contact Lumencia for a complete list of compatible dimmers. 
Dimming capabilities will vary depending on the dimmer control, load, and circuit 
installation. We recommend testing dimmers prior to installation for larger projects.

Options: S120- Photocell & Motion Sensor Combo for 120V

Notes/Certifications/Warranty: 
• BAA Compliant Fixture
• cULus Listed For Wet Locations
• 5 Year Warranty on LE8

S120- Photocell & 
Motion Sensor Combo 
for 120V

Job Name: 

Type: 

Part #: 

Notes:

C-Clear Acrylic
F-Glare Reduced Frost
Prismatic Acrylic
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WH-White30K
40K

DIFFUSERFINISH OPTIONSPART # CCT

LLFS112-LE8 
LLFS113-LE8
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LLFS112-MB 
LLFS113-MB
Sentinel surface mount in white available in 2 sizes. 

Construction: 
Body Material: Powder Coated Aluminum
Diffuser: Acrylic

Dimensions
LLFS112: 7.75" H x 5.25" W x 4.25"E 
LLFS113: 10.50" H x 6.00" W x 4.25"E 

MB Light Source: Requires 1 X 40W Max MB Bulb (Not Included)

LED Version See Page 1

Dimming: Medium Base Lamp Dimming. Lumencia recommends the use of a UL or ETL 
LED Ready Dimmer that is compatible with your chosen lamps. Dimming capabilities will vary 
depending on the dimmer control, load, and circuit installation. We recommend testing dimmers prior 
to installation for larger projects.

Options: 

Notes/Certifications/Warranty: 
• BAA Compliant Fixture
• cULus Listed For Wet Locations
• 1 Year Warranty MB versions.

Job Name: 

Type: 

Part #: 

Notes:

LLFS112-MB
LLFS113-MB

DIFFUSERFINISH LAMPINGPART #

C-Clear Acrylic
F-Glare Reduced Frost
Prismatic Acrylic

WH-White

¹LWE and LCE Medium Base Lamps are available for purchase 
with the Medium Base Light Source. 3 Year Limited Warranty

Options
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S120- Photocell & Motion 
Sensor Combo for 120V

• S120- Photocell & Motion Sensor Combo for 120V
• LED Lamps Available:

o LWE: 120V/30K/90CRI/Dimmable
o LCE: 120V/40K/80CRI/Dimmable

 3 Year Warranty on LED Lamps

NL- No Lamp

LWE- 120V/30K/90CRI/Dimmable 
LCE-120V/40K/80CRI/Dimmable

• 120V Only
• Remote Photocell
• Adjustable Time, Range, & Dusk-to-Dawn Sensitivity
• Detects Motion Using High Frequency Microwaves

S120- Security Combo
Security Motion Sensor & Photocell for 120V LED 
Lamps
Features:
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