Job Name:

Type:
Part #:

Notes:

LLIN44R-LED

Recessed 4x4 linear fixture, available in flanged or
trimless options. Can be installed individually or in a
continuous run.

Finishes: White (WH) Standard. Custom Colors (CC) Available by
Special Request. doinar BandiSpportrackst 80 Joiner Alllnm qnﬁ:rﬁ
Body Material: Die-formed and welded 22 gauge cold rolled steel
Knockouts: On ends allow continuous wireway mounting

Lens: Smooth White Acrylic Direct/indirect lighting with separating lamps
compartments. 4’ and 8’ units have a steel mullion to join two individual
diffusers. Snap in lens is ideal for uplight.

Mounting: Can be recessed in Sheet Rock or Drop Ceilings. S P
Availabcl;e as: o 1500 1:500 = |-
+ Drop Ceiling Flanged 250 — 25
* Drywall Flanged 9 l? °§> } - m o
* Drywall Trimless 675 age0 M -
. Drywall Mud Kit - 875 KNOCKOUT DISTANCE - 9 Q
Notes/Certifications/Warranty: SFT Dimensions
. CRl 80+ i e 43.300 ” KNOCKO‘U—T s 43.300 —el479G=—
+ Available Voltage: 0 TSI ol )

o UNV: 120~277V Multivolt with 010v Dimming. + var F

o0 120V: 120VAC with TRIAC dimming. i

» UL listed for damp locations
* BAA Compliant LRDWMK44 LRDWF44 LRDCF44 LRDWTL44

%\ Galvanized Mud Kits Custom Kits Available T-Grid P.P.W. (47)
(Shown from bottom view)
Buy American Act .
LISTED  cowpiant o § 3——-ﬁ

Ordering Information
COLOR
PART # LENGTH DOWNLIGHT VOLTAGE TEMP FINISH OPTIONS
LLIN44R-DCF DLFxx Select a lumen " " : 30K WH WHITE
Drop Ceiling Flanged 2 2 Foot per foot between 200 :)J:‘:)\\I/ glﬁ?mlzr? 7V Mulivolt with 35K BK Black EMS gwnemeggeﬂcy
and 2900 9) attery back up
LLIN44R-DWF 120V (120VAC with TRIAC 40K CC Custom
Drywall Flanged Dimming) 50K Color EM12 12w emergency
DLFxx Select a lumen Provide RAL battery back
LLINMR'DWTL 4 4 Foot per foot between 200 (Provide ) atiery backup
Drywall Trimless and 2900
EL\IIZ::A:EBWMK DLFxx Select a lumen
i 8 8 Foot per foot between 200
and 2900
ﬁ)éCl:stomhLength Please Call your
dus OT shapes Lumencia Rep for
and con muorsbl Custom Length/
runs are available Shape Options
please call
FOR UPLIGHT/DOWNLIGHT OPTION, UPLIGHT LUMENS WILL MIMIC DOWN LUMENS, DOUBLE THE WATTAGE
2025 o 1 *For Upli ight option, i backed led board is mounted on top of fixture
Office: 267-438-3000 Fax: 267-288-5604 Specifications subject to change without prior notice.
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