
• Aluminum construction in Dark Bronze
• Polycarbonate Lens.
• Fits a 3”  diameter round pole or  a 2-3/8” diameter

round pole (with included adapter)
• Double arm mounting
• Suitable for mounting heights up to 20ft.
• EPA: 0.9696ft2

 LED:
• SW: Field adjustable wattage 45/70/87/130W
• MCT:Field adjustable color temperature: 30/40/50K
• CRI: >70
• Lumen Efficiency: ≥120 lm/W

Electrical:
• 1-10V dimmable.
• Ambient Operating Temperature: -40°F (-40°C) ~ 113°F (45°C).
• Power Factor: >0.90, THD<20%
• Input Voltage: 120V-277V, 50/60Hz

Certifications/Warranty:
• DLC listed.
• ARRA compliant (optional).
• UL / cUL wet location listed.
• L70>50,000hrs
• 5 years warranty
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LLPTSAUC-2G-SW-MCT
Modern Saucer Post Top in Dark Bronze 
with Field Selectable Wattage and Color 
Temp.
Construction:

PART # OPTIONS

ORDERING INFORMATION

TLP3: 3-Pin Receptacle and Twist Lock Photocell Installed 120V-277V
BRI-xx: Bi-level occupancy sensor with daylight, 0-10V, adjustable via DIP switch. “xx” for lens type: L3 or L4 1, 2

RC-100: Remote control for the BRI sensor
BG: Bird Guard, Stainless Steel Spikes
ARRA: Assembled in USA for Buy American act
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* All dimensions are in inches (millimeters).
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CONFIGURATIONS

Input Watts Lumen Output
(3000K)

Lumen Efficiency
(3000K)

Lumen Output
(4000K)

Lumen Efficiency
(4000K)

Lumen Output
(5000K)

Lumen Efficiency
(5000K) B.U.G. Rating

45W 5400 lm 120 lm/W 5450 lm 121 lm/W 5500 lm 122 lm/W

B3-U0-G2
70W 8400 lm 120 lm/W 8450 lm 121 lm/W 8500 lm 121 lm/W

87W 10500 lm 121 lm/W 10600 lm 122 lm/W 10600 lm 122 lm/W

130W 15600 lm 120 lm/W 15800 lm 122 lm/W 15800 lm 122 lm/W

Sensor Spec

Input Voltage 120/277 Vac, 50/60Hz

Operating Temp. -40ºF to 158ºF (-40ºC to 70ºC)

Operating Humidity 20-90%

Detection Area 360º

Coverage L3: max 40ft diameter
L4: max 60ft diameter

Default Sensor Setting

High Mode 0-10V; default 10V
Low Mode Off/0-9.8 ; default 1V
Sensitivity 20/50/70/100%

Sensitivity Time 10s/1m/5m/15m

Daylight Disabled/10lux/30lux/50lux

Stand by Time Infinity/1m 30m/60m

Stand by Dimming Level 0/10/30/50%

SENSOR (Table1) L3

L4
RC-100

(optional)

LLPTSAUC-2G-SW-MCT-UNV
130LED

LLPTSAUC-2G-SW-MCT-UNV
45LED

LLPTSAUC-2G-SW-MCT-UNV
70LED

PHOTOMETRICS

General

LLPTSAUC-2G-SW-MCT-UNV
87LED
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