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LLUFO-3WS60-3MCT-BLK
LLUFO-3WS150-3MCT-BLK

LLUFO-3WS60-3MCT-BLK
LLUFO-3WS150-3MCT-BLK
UFO Post Top in Black

Materials: 
Body Material: Heavy Duty Die-Cast Aluminum Housing with Anti-UV Polyester 
Coating Lens: Anti-UV Clear Polycarbonate IES/ NEMA Type 5 Lens

Mounting: Fits to nominal 3” Post Top

Dimensions: 14.23"OD x 9.23"H

Electrical: 
• UNV: 120~277V or UNV+: 120~347V
• CRI: 70
• 0-10V Continuous Dimming.
• Efficacy: ＞90%
• THD: ＜20%
• Beam Angle: 120º
• Distribution: Type V

• UL & CUL Listed for Wet Locations
• FCC Compliant
• Operating temperatures -40°F to 113°F (-40°C to 45°C)
• 50K Life Hours
• 5 Year Limited Warranty

3 MCT: Selectable Color Temperature: 30K/40k/50K 

Optional Photocell 

Notes/Certifications/Warranty:

UNV: 120~277V
UNV+: 120~347V

OPTIONS

(Blank): No Photocell
PC: Photocell

LLUFO-3WS60-3MCT-BLK

• 30W/4200 lm
• 50W/7000 lm
• 60W/84000 lm

LLUFO-3WS150-3MCT-BLK3WS:

• 70W/10000 lm
• 100W/14000 lm
• 150W/24000 lm
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