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LLWRP1
Wrap Around Surface Mount

Housing: Heavy Gauge Die-Formed Steel
Reflector: Clear Acrylic Prismatic Wrap Around Diffuser.  
Hinged from either side and snaps on and off for easy 
maintenance.
Finish: Baked White Enamel

Distribution: Direct

Light Source: 
• Available in 120V with TRIAC Dimming (120V) or Universal
Voltage (120V~277V) with 010V Dimming (UNV)
• See Ordering Notes for Wattage and Lumen Information

Mounting: Unit comes with knockouts and holes for pendant 
or surface mounting

Notes/Certifications/Warranty:
• Class P Thermally Protected Ballast
• All units comply with National Energy Standard
• UL Luminaire Standard # 1598
• UL Certified for Damp Locations
• 5-year warranty of all electronics and housing.

DIMENSIONS

120V (120V, TRIAC 
dimming) 
UNV (120~277V, 010V 
dimming)

VOLTAGECOLOR 
TEMP 

30K
35K
40K
50K 

PART  #

LLWRP1-24
24"

LLWRP1-48
48"

LLWRP1-96
96"

OPTIONS

EMB Emergency driver 
OCC-E External Occupancy Sensor 
REFS Silver Reflector
FR Frosted Lens over LED Board

Lumens

3 FT and 6 FT Options Available  Contact Your Lumencia Rep for more 
Information MOQ and Longer Lead Times May Apply.  

32 17W/3166lm (Source) 
44 24W/4350lm (Source) 
55 31W/5470lm (Source) 
65 39W/6452lm (Source)   

32 17W/3220lm (Source) 
45 24W/4480lm (Source) 
57 30W/5705lm (Source) 
69 37W/6910lm (Source) 
86 48W/8640lm (Source) 
117 70W/11797lm (Source)       

32 17W/3220lm (Source) 
45 24W/4480lm (Source)
57 30W/5705lm (Source)
69 37W/6910lm (Source)
86 48W/8640lm (Source) 
117 70W/11797lm (Source) 
138 (74W)/13820lm (Source) 
172 (96W)/17280lm (Source)  
235 (140W/23594lm (Source)      

27K
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